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DVR 50
UNRIVALLED TECHNOLOGY 

System DVD-Receiver 

Weight (kg/lb) 4,4/9,7 

Dimensions (HxWxD/mm/in) 70x430x295/2,76x16,93x11,61 

PowerConsumption Max 120W 

RatedOutput6Ohm1Khz10 2 x 50/50/2 x 50 

RatedOutput6Ohm1Khz1 2 x 35/35/2 x 35 

TuningRange 87,5 - 108.0Mhz / 522 - 1611 kHz 

RadioSNRatio > 70dB 

DiscFormats CD/CD-R/CD-RW/DVD-Video/DVR-R/DVD-RW/DVD+R/DVD+RW/ 

VideoInputs No 

ProgressiveScan Yes, PAL/NTSC 

VideoOutputs Composite, S-Video, RGB(Scart), Component 

PowerConsumption Max 120W 

AudioOutputs 1x Analog/ 1x Optical Dig. 

Audio Inputs 3xAnalog, 1x Optical Dig, 1x Coaxial Dig
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Design
The DVR 50 was designed with a distinctly Scandinavian look to 
match the new A 3 speakers, and visually harmonize with the 
Aesthetic products. We think the result speaks for itself. Danish 
design ...  manufactured in Denmark.

Easy set-up / operation
Setting up the DVR 50 is easy. The factory default settings are 
based on our vast experience of what settings provide the best 
sound in most set-ups. However, it is also possible to go into a 
more advanced set-up menu to fine-tune the sound to personal 
preferences. The basics are all taken care of though: just follow 
the quick on-screen set-up guide where pictures prompt you to 
select a language, choose 16:9 or 4:3 picture format, and finally 
decide on the connection to be used between the DVR 50
and the TV.

THE ENGINEERS’ FAVOURITE DETAILS

Radio
The radio tuner features 30 AM/FM presets and supports RDS
where available. (Europe)

Full digital amplifier
Eliminates quality-sapping D/A and A/D conversion and thus 
keeps all signal processing in the digital domain, maintaining the 
absolute highest level of sound quality.
Because the full digital open-loop (non-feedback) amplifier is 
integrated with the DVD player, the same master clock controls 
both. The advantage is extremely low jitter, improving sonic 
imaging, transparency and minimising distortion.

Formats
The DVD drive of Jamo DVR 50 accepts practically any optical 
medium available on the market today, from normal CDs to 
CD-R/RW as well as the latest DVD-R/RW and DVD+R/RW discs.
Formats from MP3 to JPEG (photo CDs) and the  new DivX 4 and 5 
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Day to day operation is equally logical: whether playing the radio, 
CD or DVD, the DVR 50 always selects the appropriate mode 
automatically.

Ergonomic Remote
The remote control of the DVR 50 reflects Jamo’s determination 
to make the unit simple and logical to operate in everyday use. 
For instance, there are dedicated buttons for functions that
are used daily, organized for easy use. So the up/down volume 
buttons, for example, are easy to find in the darkness of a home 
theatre. For less frequently used functions, the user simply acti- 
vates the list button for access to all the advanced features. Easy, 
simple ... the way it should be.

Accessories
Jamo Audio Grade Silver cable 0.75 / 1.5

format are also supported. With DivX video compression format, 
a full movie can be played from just one CD-ROM, making DivX 
to movies what MP3 is to music. DTS, Dolby Digital and Dolby 
ProLogic II sound formats are also supported.

Progressive scan
A brand new feature, the com-
ponent video outputs of Jamo DVR 
50 support progressive scan – on 
both NTSC (USA ) and PAL (Europe) 
video signals. Progressive scan gives 
much smoother and better defined picture quality, exploiting the 
full potential of the latest screen technologies.

Acoustic match with the speakers
The audio circuits of the Jamo DVR 50 are optimized to drive 
the Jamo Aesthetic series speakers. For user convenience, three 
different sound modes enable simple changes to the tonal 
balance: a Neutral mode in which the sound is reproduced as it 
was recorded, a Jamo Reference mode that complements the 
Aesthetic  speakers perfectly, and a Dynamic mode that provides 
“extra kick” when the party needs to get rocking.


